
THE FUTURE IS

EFFICIENT

KV-S1027C AND KV-S1057C WORKGROUP SCANNER SOLUTIONS



Versatile scanning solutions from 
the world’s imaging specialists
Panasonic has earned a worldwide reputation as a leader in imaging technology and is 

recognized for engineering highly reliable and durable products. Our KV-S1027C and KV-S1057C 

are no exception — they’re designed to process documents continuously day in and day out. 

Both scanners are also designed to be extremely low maintenance — reducing downtime and 

work delays.
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Advanced desktop scanning solutions                         
for your digital office
From healthcare and insurance to government and finance, converting paperwork to digital 
documents quickly and seamlessly is critical to your operations. Our KV-S1027C and KV-S1057C 
represent the latest in desktop document capture technology. With high-speed scanning functions, 
advanced image quality and a new compact design, the KV-S1027C and KV-S1057C offer powerful 
document processing capabilities at an outstanding value.
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Engineered high performance for 
businesses like yours
Panasonic has engineered a number of important features 
that make the KV-S1027C and KV-S1057C the premier 
scanners in their class and an ideal choice for a variety of 
industries, including:

n   Healthcare 

n   Federal and local government agencies  
n   Financial 
n   Insurance companies 

n   Enterprise (transportation, oil and gas) 

n   Small and medium businesses

Equipped with Security Only Panasonic Can Provide

All Panasonic scanners come equipped with Auto Erasure 
Security for scanning situations requiring the highest levels 
of security. This is a high security technology unique to 
Panasonic that automatically erases all data from the scan-
ner’s built-in memory. This feature helps secure against data 
leaks and aids in preventing hardware hacking.
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Backlit LCD Display
Enables easy-to-read programmed 
workflow selection and warning/
error notification.

Manual Feed Switch
Enables users to quickly switch from standard feed mode to 
manual feed mode to easily process passports, thick paper 
stock and three-part forms.

Integrated Power supply
No exterior power supply necessary.

Enhanced operational functions for fast, 
uninterrupted scanning

Embossed Card Guide
Mixed paper and up to 3 cards can 
be scanned in a single batch.

Exit Paper Guide
Keeps the paper stack down as 
documents exit.

Space-Saving Design
Small footprint with stylish contoured 
back requires less counter space and 
conveniently fits in small spaces like the 
front desk at hospitals, medical offices 
and banks, so that you can scan customer 
or patient materials faster.



Quicker, more reliable, with more options  
to get the job done

Ultra-reliable paper feed means 
fewer jams, less downtime
n   100-sheet Automatic Document Feeder 
n   Double-Feed Prevention Roller System 
n   Paper exit control 

High-speed duplex scanning 
for faster processing, filing and 
distribution
n   KV-S1027C: 45 ppm / 90 ipm 
n   KV-S1057C: 65 ppm / 130 ipm

Handles all types of mixed 
documents quickly and easily 
n   Passport scanning 
n   Multiple embossed-card feeding up to 3 cards     
n   Mixed paper and hard card batch scanning 
n   Long paper scanning (EKG & monitoring system)

Intelligent Double-Feed Detection 
keeps jobs moving
n   Sticky notes, receipts or envelopes won’t stop      	
     scanning jobs
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KV-S1027C/ KV-S1057C Scanners – Higher speeds, lower maintenance

IMAGE SENSOR TYPE
n  �Front side: Contact Image Sensor at 600 DPI
n  Back side: Contact Image Sensor at 600 DPI
n  Automatic black and white background reference

LIGHT SOURCE
n  RGB LED

OPTICAL RESOLUTION
n  600 DPI (Main and sub feeding directions)

OUTPUT RESOLUTION
n  �Color: 24-bit
n  �Grayscale: 8-bit
n  �Monochrome: 1-bit

OUTPUT COLOR DEPTH
n  �Color: 24-bit
n  �Grayscale: 8-bit
n  �Monochrome: 1-bit

IMAGE PROCESSING FUNCTION
n  �Auto preview, Auto rescan, Image emphasis, Dynamic threshold, Automatic 

separation, Invert, White level from paper, Border removal, Despeckle, Auto 
rotation, Smoothing, Barcode detection

SCANNING SPEED (A4, PORTRAIT)
n  �Simplex: 65 ppm 
n  Duplex: 130 ipm (200 DPI / 300 DPI) (Portrait)

ADF CAPACITY
n  �100 Sheets: 21 lbs Letter/A4

DOCUMENT SIZE
n  �ADF minimum: 1.9'' × 2.1''
n  �ADF maximum: 8.5'' × unlimited

PAPER CAPACITY
n  �Thickness: 1.9 - 19.7 mils
n  �Weight: 5.4 - 91 lbs

INTERFACE
n  USB 3.0 interface (Panasonic recommends a direct USB connection.)

POWER REQUIREMENTS
n  �AC 100 – 125 V, 50/60 Hz

POWER CONSUMPTION (OPERATING)
n  �Maximum (scanning): 40 W or less / .8 A (100-125 V)
n  Minimum (ready): 8W or less
n  Sleep Mode: 3W or less
n  Power Off: 0.5 W or less

DIMENSIONS (WXDXH)
n  �11.8'' x 10.1'' x 9.37''

WEIGHT
n  8.8 lbs

INBOX CONTENTS
n  �Power Cord, USB 3.0 Cable, Panasonic Software CD-ROM, Nuance PaperPort 

Installation CD-ROM, Quick Installation Guide, Mixed Batch Card Guide

BUNDLED SOFTWARE
n  �Panasonic Image Capture Plus, Nuance PaperPort 14 Installation CD-ROM, 

Panasonic User Utility, TWAIN Driver, ISIS Driver, WIA Driver

OPTIONS
n  Network Scanning Adapter, Flatbed Scanner, Roller Exchange Kit, Roller    	
    Cleaning Paper, Carrier Sheet, Kofax VRS Elite Desktop 5.0 (V model)

OS SUPPORT
n  �Windows XP SP3 （                 32bit/64bit
n  Windows Vista SP2 （              32bit/64bit）
n  Windows 7 （                           32bit/64bit）
n  Windows 8 （                           32bit/64bit）
n  Windows 8.1 （                        32bit/64bit）
n  WindowsServer2003 SP2 （     32bit/64bit）
n  WindowsServer2003 R2 SP2 （32bit/64bit）
n  WindowsServer2008 SP2 （     32bit/64bit）
n  WindowsServer2008 R2 SP1             64bit）
n  WindowsServer2012 （                     64bit

FEED DETECTION FEATURES
n  �Ultrasonic Double Feed Detection, Intelligent Double Feed Detection

OTHER FEATURES
n  �100 Programmable Workflows

WARRANTY  3 year standard warranty including advance exchange

SERVICE OPTIONS  Professional installation and next business day 	
                                onsite service available

FUNCTIONAL SPECIFICATIONS

PERFORMANCE

PHYSICAL SPECIFICATIONS

KV-S1057C

IMAGE SENSOR TYPE
n  �Front side: Contact Image Sensor at 600 DPI 
n  Back side: Contact Image Sensor at 600 DPI
n  Automatic black and white background reference

LIGHT SOURCE
n  �RGB LED

OPTICAL RESOLUTION
n  �600 DPI (Main and sub feeding directions)

OUTPUT RESOLUTION
n  �Color: 24-bit
n  �Grayscale: 8-bit
n  �Monochrome: 1-bit

OUTPUT COLOR DEPTH
n  �Color: 24-bit
n  �Grayscale: 8-bit
n  �Monochrome: 1-bit

IMAGE PROCESSING FUNCTION
n  �Auto preview, Auto rescan, Image emphasis, Dynamic threshold, Automatic 

separation, Invert, White level from paper, Border removal, Despeckle, Auto 
rotation, Smoothing, Barcode detection

SCANNING SPEED (A4, PORTRAIT)
n  �Simplex: 45 ppm 
n  Duplex: 90 ipm (200 DPI / 300 DPI) (Portrait)

ADF CAPACITY
n  �100 Sheets: 21 lbs Letter/A4

DOCUMENT SIZE
n  �ADF minimum: 1.9'' × 2.1''
n  �ADF maximum: 8.5'' × unlimited

PAPER CAPACITY
n  �Thickness: 1.9 - 19.7 mils
n  �Weight: 5.4 - 91 lbs

INTERFACE
n  USB 3.0 interface (Panasonic recommends a direct USB connection.)

POWER REQUIREMENTS
n  �AC 100 – 125 V, 50/60 Hz

POWER CONSUMPTION (OPERATING)
n  �Maximum (scanning): 35 W or less / .8 A (100-125 V)
n  Minimum (ready): 8W or less
n  Sleep Mode: 3W or less
n  Power Off: 0.5 W or less

DIMENSIONS (WXDXH)
n  �11.8'' x 10.1'' x 9.37''

WEIGHT
n  �8.8 lbs

INBOX CONTENTS
n  �Power Cord, USB 3.0 Cable, Panasonic Software CD-ROM, Nuance PaperPort 

Installation CD-ROM, Quick Installation Guide, Mixed Batch Card Guide

BUNDLED SOFTWARE
n  �Panasonic Image Capture Plus, Nuance PaperPort 14 Installation CD-ROM, 

Panasonic User Utility, TWAIN Driver, ISIS Driver, WIA Driver

OPTIONS
n  Network Scanning Adapter, Flatbed Scanner, Roller Exchange Kit, Roller
    Cleaning Paper, Carrier Sheet, Kofax VRS Elite Desktop 5.0 (V model)

OS SUPPORT
n  �Windows XP SP3 （                 32bit/64bit
n  Windows Vista SP2 （              32bit/64bit）
n  Windows 7 （                           32bit/64bit）
n  Windows 8 （                           32bit/64bit）
n  Windows 8.1 （                        32bit/64bit）
n  WindowsServer2003 SP2 （     32bit/64bit）
n  WindowsServer2003 R2 SP2 （32bit/64bit）
n  WindowsServer2008 SP2 （     32bit/64bit）
n  WindowsServer2008 R2 SP1             64bit）
n  WindowsServer2012 （                     64bit

FEED DETECTION FEATURES
n  �Ultrasonic Double Feed Detection, Intelligent Double Feed Detection

OTHER FEATURES
n  �100 Programmable Workflows

WARRANTY  3 year standard warranty including advance exchange

SERVICE OPTIONS  Professional installation and next business day 	
                                onsite service available

FUNCTIONAL SPECIFICATIONS

PERFORMANCE

PHYSICAL SPECIFICATIONS

KV-S1027C
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INDUSTRY-LEADING WARRANTY AND 
COMMITMENT TO SERVICE
Panasonic is proud to offer some of the most comprehensive 
scanner warranties in the industry, including a Standard 
Warranty with advance exchange services for all business 
scanner models. The KV-S1027C and KV-S1057C come with a 
3 year Standard Warranty. Onsite and extended warranties are 
also available, providing up to five years of coverage from the 
purchase date and total peace of mind. Our professional service 
offerings ensure you receive the highest performance and care 
for your scanner and accessories.

To learn more about Panasonic Scanning Solutions or to find a local 
reseller, visit panasonic.com/scanners

LEARN MORE  
panasonic.com/scanners

1.800.726.2797
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